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HAW
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285'

(P) 2,024 S.F. 2-STORY 
SINGLE-FAMILY RESIDENCE 
W/ (3) BEDS, (2) BATHS; 
26'-0" HIGH. W/ 50 GAL 
POTABLE WATER TANK
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(E) 25'x25' CONC. PAD 
FUTURE GARAGE 
(UNDER SEPARATE 
PERMIT)

LOGANBERRY 
PATCH 
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(E) SEPTIC TO 
BE REPLACED

160' 100'

(E) PRIVATE 
WELL

2,500 GAL SRA WATER 
STORAGE TANK W/ 2-1/2" 
FDC CONNECTION

60
'

60'

(E) LEACH 
50'x50' 
FIELD

10' WIDE PRIVACY NATIVE BRUSH TO REMAIN

P.L. 800'±

P.L. 950'±

(E) CASCARA & 
BLACKBERRY 

THICKET

20
' ±

25' ±
3% ±

2.5% ±

3% ±

2% ±

2% ±

100' REDUCED 
FUEL ZONE

30' DEFENSIBLE 
SPACE ZONE

SITE NOTES:
• NO (E) TREES TO BE REMOVED;
• NO (P) GRADING;
• NO PERENNIAL & INTERMITTENT WATER 

COURSES LOCATED ON SITE;
• NO (P) OR (E) CURBS, SIDEWALKS, OR GUTTERS;
• NO PROPANE OR KEROSENE STORAGE TANKS.
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(E) NATIVE 
BRUSH TO 

REMAIN

AREAS NORTH & WEST OF (P) 
RESIDENCE TO BE CLEARED 

OF BRUSH 

(P) 40 S.F. DECK 
(UNCOVERED)

(P) PROPANE TANK

P.
L.
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0
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145'-0" ±
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TURNOUT6
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'
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R 5
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10" WIDE DRIVEWAY

8'x6' PUMP HOUSE

150' (200' MAX.)

25'

30'

25'

20'

C L

CL(R 50' M
IN

.)
R 100'

(E) DIRT DRIVEWAY & TURNOUT 

TO BE ABANDONED

EROSION & SEDIMENT CONTROL MEASURES:
• ALL TEMPORARY STOCKPILES WILL BE 

COVERED WITH 6 MIL PLASTIC SHEETING 
WHICH IS ANCHORED SUITABLY TO PREVENT 
DISRUPTION DURING HIGH WIND EVENTS.

• ALL DRIVEWAY AND CONSTRUCTION ACCESS 
ROADS SHALL BE GRAVEL SURFACED AND 
MAINTAINED IN GOOD CONDITION.

• ALL OTHER EXPOSED BARE GROUND SHALL BE 
COVERED WITH MULCHING, JUTE MAT, OR 
OTHER EROSION CONTROL BLANKETS.

• SITE MONITORING WILL BE CONDUCTED BY 
THE CONTRACTOR BEFORE AND AFTER 
SIGNIFICANT RAINFALL EVENTS TO VERIFY 
THAT THE EROSION CONTROL MEASURERS 
ARE SATISFACTORY.

• DISTURBED VEGETATED AREAS WILL BE 
REVEGETATED.

• ALL EROSION CONTROL MATERIAL SHALL BE 
ONSITE OR READILY ACCESSIBLE PRIOR TO 
CONSTRUCTION FOR INSTALLATION DUE TO 
UNTIMELY WET WEATHER.
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