
Redwood Highway

Tydd Street

VESTED IN:
Travis L. Schneider and Stephanie
M. Bode, Trustees of the Schneider

& Bode 2019 Trust
Document No. 2019-005103

APN: 002-252-0128

TOTAL LAND AREA:
200,528 Square Feet
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Parcel One

FLOOD ZONE:
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Sheet No. 1 of 1
REVISION HISTORY

PRELIMINARY
FOR REVIEW ONLY

ALTA/NSPS LAND TITLE
SURVEY PREPARED FOR:

Transforming the Industry
Land Surveys

Zoning Compliance
Environmental Consulting

Property Condition Assessment
Seismic Risk Analysis

Appraisal

Millman Surveying, Inc.
d.b.a CBRE Land Surveying

Corporate Headquarters
4111 Bradley Circle NW

Canton, OH 44718
Phone: 800-520-1010
Fax: 330-342-0834

www.millmanland.com
landsurveyors@cbre.com

Date Signed:                          
Surveyor's Seal

2600 6th Street
City of Eureka

County of Humboldt
State of California
Zip Code 95501

 

CERTIFICATION:
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STEWART TITLE GUARANTY INSURANCE COMPANY
COMMITMENT NO. 25000480003A - SCHEDULE B, SECTION II:

BASIS OF BEARING:

SURVEYOR'S OBSERVATIONS:

ZONING:

STEWART TITLE GUARANTY INSURANCE COMPANY
COMMITMENT NO. 25000480003A - SCHEDULE A:

 

 

MISCELLANEOUS NOTES:

TOTAL LAND AREA:

A

A

A

X

STEWART TITLE GUARANTY INSURANCE COMPANY
COMMITMENT NO. 25000480003A - SCHEDULE B, SECTION II:

PARKING:

PM: Drafter:RGM JAJ

MSI Project No. 60409
PC: ERF
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hbaker
Text Box
* Replace existing manual drive gate with new automatic drive gate with motion control and vehicle sensors embedded in asphalt.

* Install new walk gate adjacent to drive gate (side to be determined)

* Two existing masonry columns may be removed to accommodate new gate controls if necessary (to be determined)

hbaker
Cloud

hbaker
Text Box
Install new walk gate with coded lock (location approximate)
Install new 20-ft-wide drive gate (location aproximate)

hbaker
Cloud

hbaker
Text Box
* Existing walk gate
may be replaced with new walk gate or iron fencing with no gate (to be determined)

hbaker
Cloud

hbaker
Text Box
Install new walk gate with coded lock (location approximate)

hbaker
Text Box
* Existing fence appears to cross property line. New fence will be stepped back to the property line to avoid encroachment.

hbaker
Cloud

0.00 



24VDC High-Traffic Commercial Slide Gate Operator

PRODUCT GUIDE

CSL24UL
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24VDC High-Traffic Commercial 
Slide Gate Operator

Popular features

Security+2.0®

Safeguards facility access with rolling 
code technology, opening for registered 
devices only. 

Wireless Dual-Gate Communication
Synchronizes gate operation and 
eliminates costly trenching; set speed 
independently if needed. 

Quick Close and Anti-Tailgate
Quickly secures the property, preventing 
unauthorized access. 

Fire Department Compliance
Allows gate to auto-open upon loss of AC 
power or battery depletion. 

UL® Listed
Gate operators with monitored safety 
entrapment protection devices.

Powered by myQ®

For full insight and control over community 
and facility access points. Monitor and 
control multiple communities with Smart 
Community Control. Improve warehouse 
efficiency and productivity with Smart 
Facility Access.*

Smooth Start/Stop Operation
And mid-travel reversal extend operator life. 

Battery Backup
Provides seamless access by providing 
standby power when the power is down.

Commercial Gear-Driven Transmission
Provides unsurpassed reliability.

Manual Disconnect
When unlocked allows gate to be opened 
manually.

This continuous duty operator is ideal 
for high-traffic applications that demand 
workhorse reliability. It provides automated 
entry for all types of commercial facilities and 
communities as well as visibility and control 
over your access points via myQ applications. 

Streamline access, enhance security
 
myQ Community Control is a cloud-based platform 
that lets you conveniently manage and control multiple 
access points across all facilities or communities in your 
portfolio from a single dashboard. With 24/7 monitoring 
capabilities and real-time activity alerts, you’ll know 
instantly if a suspended code is being used or a there is 
a nuisance at the entrance.

myQ
COMMUNITY

CONTROL

CSL24UL
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*When linked with an access control, Powered by myQ, cellular data or Wi-Fi® connection required. Test equipment regularly and follow safety instructions.

LMTBUL
Monitored Through-Beam Photo Eyes  
Includes a heater for high performance in 
most environments; max. range: 90 ft.

LMWETXU
Monitored Wireless Edge Transmitter    
Low-energy Bluetooth® connection between 
a LiftMaster Monitored Resistive Edge and 
the gate operator; max. range: 130 ft.*

EDGES
Monitored Safety Entrapment Edges 
Small/large edges that sense obstructions.

LOOPDETLM 
Plug-in Loop Detector    
Prevents a gate from closing on a vehicle; 
efficient for max cycles on battery backup.

828LM
Internet Gateway 
Connects myQ-enabled gate operators to 
the Internet for control through the myQ app.

CAPXLV
Connected Access Portal, High-Capacity 
with Video 
Cloud-based access control for residential 
communities and facilities alike; plus 
enhance your monitoring capabilities with 
subscription-based live video streaming 
and recorded events.

The total solution Compatible accessories

Monitored Retro-Reflective Photo Eye  
Enhanced retro-reflective photo 
eye now with heater and wider 
beam, engineered to stay aligned; 
max. range: 50 ft.

Monitored Small Profile  
Resistive Edge    
Senses obstructions.

Monitored Wireless Edge Kit    
Low-energy Bluetooth® connection 
between a LiftMaster Monitored 
Resistive Edge and the gate 
operator; max. range: 130 ft.*

LMRRUL S505AL LMWEKITU
(CSL24ULWK ONLY)

Included accessories
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Mechanics
P  24VDC continuous duty
P  Operator duty rating: high-cycle, high-temperature 

continuous duty
P  Commercial oil-bath gearbox provides 10:1 

wormgear reduction
P  Chain: #41 black oxide (30 feet supplied)

Power
P  120/230V single-phase
P  3PHCONV optional kit converts an input voltage of 

208/230/460/575VAC to an output voltage of 120VAC
P  Solar-ready ultra-reliable system delivers power 

when you need it (LMRRUL/LMTBUL heater option 
not recommended for solar applications)

P  Accessory power: 24VDC 500mA output; switched 
and unswitched power

Commercial-Grade Design
P  Chassis constructed with 1/4 inch black 
   powder-coated steel for rust prevention
P  Cover: high-density, UV-resistant polycarbonate 

2-piece cover for excellent heat/corrosion resistance
P  UL® usage classification: I, II, III and IV
P  Operator weight: 140 lbs.

Features
P  Inherent reversing sensor: detects obstructions and 

reverses gate
P  Monitored safety inputs: 3 main board, 3 expansion board
P  LED diagnostic display: simplifies installation and 

troubleshooting
P  Programmable auxiliary relays: make adding 

additional features easy
P  Security+2.0® on-board radio receiver:  up to 50 

remote controls (unlimited with 811LMX/813LMX)
P  Posilock®: automatically closes the gate when it is 

pushed from the closed limit
P  HomeLink® compatible: version 4.0 or higher*

Slide Rating

Specifications

© 2021 The Chamberlain Group LLC. All Rights Reserved.   |   LMPAENPGCSL24MC21 12/21

LiftMaster, the LiftMaster logo, myQ and the myQ logo are registered trademarks of The Chamberlain Group LLC. UL® and the UL logo are trademarks of UL LLC. © 2021 All Rights Reserved. 
Wi-Fi® is a registered trademark of Wi-Fi Alliance. © 2021 Bluetooth SIG, Inc. All rights reserved. HomeLink® and the HomeLink House® logo are registered trademarks of Gentex Corporation.

*Cellular data or Wi-Fi® connection required. Test equipment regularly and follow safety instructions.

For Sales   |   800.282.6225
For Technical Support   |   800.528.2806
For Billing   |   800.323.2276
To Learn More   |   LiftMaster.com/UL325Gates

Business partners

1,500

1,000

     500

          0
              
                  			   50          
                  Feet

Temperature

Without heater	      -4°F (-20°C) – 140°F (60°C)

With heater (HTR)        -40°F (-40°C) – 140°F (60°C)

Dimensions

Chassis	                       15.6” W        25.1” H        19.5” D
		     (39.5 cm)      (63.7 cm)   (49.6 cm)

Warranty
P  7 years residential
P  5 years commercial

1,500 lbs.

Lb
s.
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SMART 
HIGH CAPACITY  –  2 ,000 USER CAPACITY (CARD, 4  TO 6  D IG IT  P IN,  
OR A  COMBINATION OF CARD AND P IN) .

SLEEK LOW-PROFILE DESIGN  –  COOL BLUE BACKLIT  KEYS.

LATCH MODE HOLDS DOOR OR GATE OPEN FOR AN EXTENDED PERIOD 
OF T IME. 

TIME SAVING  BLOCK CARD ENROLLMENT. 

FUNCTIONS AS A STAND-ALONE CONTROLLER  OR IN  WIEGAND  
PASS-THROUGH MODES.

PROGRAMMABLE OUTPUT RELAY  WITH ADJUSTABLE CONTACT T IME 
APPROPRIATE FOR GATE OPERATOR, COMMERCIAL DOOR OPERATOR, 
DOOR STRIKE OR SOLENOID LOCK.

RELIABLE
WATERPROOF KEYPAD AND PROXIMITY CARD READER IN  ONE DEV ICE. 

 
DESIGNED FOR OUTDOOR ENVIRONMENTS WITH A SEALED, WEATHER- 
PROOF DESIGN ALLOWING YOU TO EASILY MOUNT ANYWHERE.

 
CAPABLE OF NETWORKING  (2 )  KPR2000’S, KPR2000 TO THE PPWR RECEIVER 
OR TO MOST ACCESS CONTROL SYSTEMS.

SECURE
PROTECTS FROM UNWANTED ENTRY WITH RUGGED VANDAL-RESISTANT 
BACKLIT  METAL ENCLOSURE.

 
ANTI-TAMPER ALARM  ALERTS YOU WHEN SOMEONE HAS ATTEMPTED TO  
OPEN THE CASE WHILE POWERED.

 
ABILITY TO SET MULTIPLE SECURITY ALARMS WITH INTEGRATED ALARM 
BUZZER AND OUTPUT. 

 
DEFAULT STANDARD 26-BIT WIEGAND WITH OPTION FOR 30-B IT  SENTEX.

P R O D U C T  G U I D E 
K P R 2 0 0 0
W I R E D  K E Y P A D  A N D  P R O X I M I T Y  R E A D E R

S i n g l e - e n t r y  m u l t i - f u n c t i o n 
a c c e s s  c o n t r o l l e r  w i t h  i n t e g r a t e d 

k e y p a d  a n d  c a r d  r e a d e r .

K P R 2 0 0 0

W I R E D  K E Y P A D  A N D 
P R O X I M I T Y  R E A D E R

P
E

D
4

2
 / P

E
D

6
4 

GOOSENECK PEDESTAL
42 in . pad mount  or  64 in . in-ground 

pedesta l  2x2 in . square  p ipe , b lack 

powder  coa ted f in ish  11 ga . S tee l .

LM
P

C
2

-S
T

PROXCARD I I® 1326 
CLAMSHELL 26-BIT CARD

Prox imi ty  card  fo r 

c redent ia led  access .

LM
P

K
3

-S
T

PROXKEY I I I® 1346 KEYFOB
Prox imi ty  fob  fo r 

c redent ia led  access .

P
P

W
R

PASSPORT RECEIVER
Secur i ty+ 2 .0 ® rece iver  compat ib le 

wi th  L i f tMaster  Access  Cont ro l 

so lu t ions . Suppor ts  s tandard  Wiegand 

pro toco l  in  two opera t iona l  modes: 

Pass-Through and Advanced.

P
P

K
3

P
H

M

PASSPORT REMOTE
3-But ton  Passpor t  MAX Keycha in  Prox 

Remote  Cont ro l  w i th  Wiegand prox imi ty 

sensor  fo r  access  cont ro l  in tegra t ion 

wi th  a  card  reader.

P
S

1
2

D
2

A

POWER SUPPLY
12VDC, 2 .0  amp power  supp ly.

TOTAL SOLUTION ACCESSORIES:

HIGH CAPACITY
2,000 users  
(Card, PIN, Card and PIN)

VERSATILE CONTROLLER
Functions as Stand-Alone or  
in Pass-Through Mode

DURABILITY
Sealed weatherproof design

K E Y  F E A T U R E S

1
4

2
A

0
2

7
1

TRIM PLATE KIT   
Decora t ive  t r im p iece  fo r  facep la te , 

powder  coa ted f in ish , b lack .
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MOUNTING

- 	Fi ts  a  s tandard  s ing le  out le t  box , o r  a  4  in . square 

pedesta l  mount

K P R 2 0 0 0

WIRED KEYPAD AND  

PROXIMITY READER

 

 1 2 3
4 5 6
7 8 9

* 0 #

Face Plate

Trim Plate
(optional)

Ø 1.81 in.

 .29 in.

 3 in.

 2.4 in. 

 4 in. 

 4 in. 

© 2018 LiftMaster. All Rights Reserved.
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
LMPAENPGKPR2  0118

S T A N D A R D  S P E C S .

SHIPPING WEIGHT ( in  lbs . )

CARTON (1)
-- 	Reader
-- 	Manager  Add Card
-- 	Manager  De le te  Card
-- 	Secur i ty  Screwdr iver
-- 	D iode 1N4007 for  Re lay
-- 	(4 )  Wal l  Anchors
-- 	Ins t ruc t ion  Manua l

S H I P P I N G .

1.4

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t  
Li f tMasterTraining.com

For  More  In format ion , V is i t  
Li f tMaster.com/AccessControl

Sales  Suppor t : 800.282.6225
Techn ica l  Suppor t  Center : 800.528.2806
Lif tMasterDealer.CustHelp.com/App/Ask

WARRANTY
-- 	1-Year  L imi ted

ONBOARD PROXIMITY READER
-- 	Indust r y  S tandard  125kHz

RELAY
-- 	ONE (NO, NC, Common)

OUTPUTS
-- 	2  Amp Max imum Lock Output  Load
-- 	10 Amp Max imum Aux i l ia r y  A larm Output  Load
-- 	1-99 Seconds (5  second defau l t )  Ad jus tab le  Re lay 
Output  Time
-- 	1-3  Minutes  (1  minute  defau l t )  Ad jus tab le 
Aux i l ia r y  A larm Output  Time

OPERATING	 -4°F to 140°F 
TEMPERATURE	 (-20°C to 60°C)

OPERATING HUMIDITY
-- 	10% to  90% Non-condens ing

CAPABILITIES

- 	User  Capac i ty  o f  2 ,000 user  IDs  wi th  cards  

and/or  P INs

- 	H ID 26-B i t  (Defau l t )  and 30-B i t  Wiegand Format

- 	1"  -  2 .5"  Read Range Prox imi ty

POWER

- 	12 ~ 24VDC or  12 ~ 18VAC Opera t ing  Vo l tage

- 	~ 50mA id le ;  ~ 80mA act ive  Cur rent  Draw

MECHANICS

- 	Wea ther iza t ion  -  Indoor /Outdoor  App l ica t ions 

(meets  or  exceeds IP68)

- 	Z inc-A l loy  Enclosure

DIMENSIONS

-3 .5"  W x  5"  H x  1 .1"  D

M A S T E R F U L  E N G I N E E R I N G .

3.5"

5"
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